
PicoScale sensor head type C03

The C03 is a sensor head type optimized for moderate

working distances and for use of retro-reflectors as tar-

get. The probe beam is enlarged so that its divergence

is reduced and more optical power can be collected.

OPTICAL SPECIFICATIONS

Figure 1. Schematic drawing of the sensor head C03.

The C03 sensor head type is based on the standard

sensor head type C01 or C04, including the fiber colli-

mation optics and the beam splitter. The beam splitter

splits the beam into a reference and probe beam. The

reference beam is reflected by an internal reference

mirror, coated to one side of the beam splitter cube.

In the C03 sensor head, the probe beam exits the head

after being expanded by a telescope (two lenses) to sig-

nificantly reduce the beam divergence. It is reflected

off the target surface and tracks its relative displace-

ment. The front surface of the beam splitter marks

the absolute zero position of every PICOSCALEmea-

surement as here the probe and reference beam are

of equal length.

Beam properties

The probe beam has its waist approximately at z0 =

0.50m in front of the collimated lens, where the beam

has a diameter of about 1320µm. Beyond approxi-

mately twice the Rayleigh range, 2 · zR = 2.77m, the

beam propagation is dominated by divergence and ap-

proaches far-field behavior, with a far-field half-angle

of 0.75mrad, as shown in Figure 2.

Working distances (WD)

The PICOSCALE sensor head C03 is specified for work-

ing distances between 13 and 5000mm. Due to the

Table 1. Summary of optical properties (typical).

Property Value

Wavelength 1550nm

Laser output mode single mode

Beam waist diameter (d0) 1320µm

Waist position 500mm

Beam divergence half-angle 0.75mrad

Working distance 13mm-5m

Beam geometry circular

Minimum angular working range ±0.019°
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Figure 2. Beam diameter versus distance, modeled as a Gaus-

sian beam d(z) = d0
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divergence of the laser beam and the finite collection

efficiency of the sensor head, the returned interfero-

metric signal level decreases with increasing working

distance. In Figure 3, the optical signal is shown as a

function of the working distance.

Angular working range

The optimal performance of the sensor head is ob-

tained when the maximum optical power is returned

from the target mirror. This occurs for normal inci-

dence of the probe beam. If the mirror is tilted with

respect to the beam axis, the coupling efficiency into

the fiber decreases and the interferometric signal am-

plitude is reduced. Figure 4 shows the angular working
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Figure 3. Normalized interferometric signal versus working

distance, modeled from Gaussian beam divergence assuming

power coupling into the sensor head S(z) ∝ η(z) with η(z) =
[
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)2
]

−1/2

. Solid: typical; shaded: tolerance range.

range of typical C03 sensor heads, defined as the tilt an-

gle at which the PICOSCALE detects a “beam interrupt”

event1. The beam interrupt threshold corresponds to

approximately 33% of the optimum interferometric

signal amplitude.

Owing to dynamic signal correction, the us-

able angular working range typically extends

beyond the specified value.

For a collimated probe beam, the angularwork-

ing range is determined by Gaussian mode

overlap during return coupling and depends

on the beam waist at the sensor head. It is

therefore independent of the working distance

within the specified range.

Please note, that the C03 sensor head type

has a large spot which allows to use retro-

reflectors as targets. It significantly increases

the angular working range!

VACUUM COMPATIBILITY

The standard sensor heads are designed to operate

in ambient conditions. However, all sensor heads can

optionally feature high vacuum, ultra-high vacuum.

For the high-vacuum option (-HV), the sensor heads

can be used in vacuum conditions with pressures as

lowas 10−6mbar. The ultra-high vacuumoption (-UHV)

is required if the sensor heads are used at pressures

1The PICOSCALE controller provides an event notification system
and can alert the user if the signal quality drops below a defined
threshold.
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Figure 4. Angular working range of the sensor head. The nor-

malized interferometric signal amplitude versus target mirror

tilt angle θm is modeled by Gaussian angular coupling of the

returned beam, S(θm) = exp

[
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, where d0 is the

1/e2 beam waist diameter and λ is the wavelength. The angular

working range is defined by the tilt angle at which the inter-

ferometric signal amplitude decreases by 33% relative to its

maximum value (i.e., S = 0.67). Solid: typical; shaded: toler-

ance range.

as low as 10−11 mbar. They are specified for bake-out

temperatures up to 120 ◦C for 72 h.

HOUSING

Figure 5. CAD drawing of the sensor head C03 (General toler-

ances: ISO 2768-fH).

A standard sensor head C03 has a titanium housing

with a diameter of 6 ± 0.05 mm and 20.6 mm length.

A CAD drawing of this head is shown in figure 5. Its

weight is approximately 1.6 g.

OPTICAL FIBER

The sensor head C03 is interfaced with the PICOSCALE

controller via an optical fiber with an FC/APC connector

(8◦ angled end face to minimize back-reflections). By

default, the sensor heads are equipped with a 900µm

fiber, which is 1.5 m long. Both the fiber length and

the actual fiber type can be customized, please refer

to „Order Code“.
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Stainless steel tubing

The protective fiber tubing from stainless steel re-

quires special fixture to the sensor head. Thus, directly

behind the sensor head the fiber is rigid and should

not be bent, cf. Figure 6.

Figure 6. Sensor head with stainless steel tubing.

Please note, that the tubing is intended to pro-

tect the fiber over its length. The sensor head

with its (glass) optics inside becomes the weak-

est part and strong forces in any directionmust

be avoided at the interface between the tubing

and the sensor head’s cover. If strong forces

are unavoidable in the vicinity of the sensor

head, SmarAct recommends to clamp the tub-

ing separately in order to obtain a strain relief

of the sensor head. Please contact SmarAct

for recommendations in your specific setup.

Manual alignment option (MAM)

The MAM (manual alignment mount) option allows

easy integration of a sensor head into an existing setup.

The housing can simply be clamped in an appropriate

bore hole, for example. Fine adjustment screws are

used to manually align the sensor head to the target.

Table 2. Summary of specifications of the MAM option.

Property Value

Outer diameter 12.7mm (1/2”)

Length 30.5mm

Alignment range (tip/tilt) >±4°

Alignment resolution 0.5° per revolution

Piezo-actuated alignment option (PAM)

The PAM (piezo-actuated alignment mount) option al-

lows remote alignment of the sensor heads. The hous-

ing can simply be clamped in an appropriate bore hole,

for example. The PAM option is available as open-loop

actuator (”-PAM“). Please contact SmarAct for availabil-

ity of this variant.
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ORDER CODE

The order code of the sensor heads is built as follows:

PS - SH - C03 - B - C - E - F - G - H - I

The placeholders can be replaced by the respective option code. These codes are given in the table below. If

you do not specify an option, the default value is used.

Category Shortcut Description

-B Vacuum/cryostat option No entry/default
Operation in ambient conditions. Maximum temper-

ature: 90 °C.

-HV
High vacuum compatibility; down to 10−6 mbar. Max-

imum temperature: 90 °C.

-UHV
Ultra-high vacuum compatibility; down to 10−11

mbar. Maximum temperature: 90 °C. Bake-out tem-

perature: up to 120 °C for 72 h.

-C Beam splitter option No entry/default Beam exiting the sensorhead from the front

-TP18

Differential configuration, with 18 the beam separa-

tion in mm. Needs to be paired with housing option

H05. Other beam separation on request

-E: Fiber length No entry/default 1.5m fiber length

-3.0 3.0m fiber length.

-X.xx Custom lengths on request

-F: Fiber type No entry/default

900µm jacket

recommended minimal bending radius: 20mm (am-

bient/HV); 30mm (UHV/Cryo)

-B
3 mm stainless steel tubing

recommended minimal bending radius: 30mm

-E 900 µm, 5 mm bending radius

-G: Housing option No entry/default
Standard size, 6mm diameter, 20.6mmmm length;

weight 1.6 g

-MAM
Manual alignment option, 12.7 mm diameter, 30.5

mm length

-PAM
Piezo-actuated alignment option. Please contact

SmarAct.

-H05
Specific to beam splitter option TP18. 1.401 Stainless

Steel, 1" diameter, 28 mm length

-H: Polarization Option No entry/default Single-mode non-polarized

-PM Single-mode Polarization Maintaining PANDA

-I: Particle Cleanliness No entry/default Items are visually checked and cleaned accordingly

-PRT6
Items are checked using a x2microscope and cleaned

accordingly
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Contact

Germany

SmarAct Metrology

GmbH & Co. KG

August-Wilhelm-Kuehnholz-Str. 1

D-26135 Oldenburg

Germany

T: +49 441 - 800 879 0

Email: metrology@smaract.com

www.smaract.com

France

SmarAct GmbH

Schuette-Lanz-Strasse 9

26135 Oldenburg

Germany

T: +49 441 - 800 879 956

Email: info-fr@smaract.com

www.smaract.com

USA

SmarAct Inc.

2140 Shattuck Ave. Suite 302

Berkeley, CA 94704

United States of America

T: +1 415 - 766 9006

Email: info-us@smaract.com

www.smaract.com

China

Dynasense Photonics

6 Taiping Street

Xi Cheng District,

Beijing, China

T: +86 10 - 835 038 53

Email: info@dyna-sense.com

www.dyna-sense.com

Natsu Precision Tech

Room 515, Floor 5, Building 7,

No.18 East Qinghe Anning

Zhuang Road,

Haidian District

Beijing, China

T: +86 18 - 616 715 058

Email: chenye@nano-stage.com

www.nano-stage.com

Shanghai Kingway Optech

Co.Ltd

Room 1212, T1 Building

Zhonggeng Global Creative Center

Lane 166, Yuhong Road

Minhang District

Shanghai, China

Tel: +86 21 - 548 469 66

Email: sales@kingway-optech.com

www.kingway-optech.com

Japan

Physix Technology Inc.

Ichikawa-Business-Plaza

4-2-5 Minami-yawata,

Ichikawa-shi

272-0023 Chiba

Japan

T/F: +81 47 - 370 86 00

Email: info-jp@smaract.com

www.physix-tech.com

South Korea

SEUM Tronics

# 1109, 1, Gasan digital 1-ro

Geumcheon-gu

Seoul, 08594,

Korea

T: +82 2 - 868 10 02

Email: info-kr@smaract.com

www.seumtronics.com
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SmarAct Metrology GmbH & Co. KG develops sophisticated equipment to serve high accuracy positioning and

metrology applications in research and industry within fields such as optics, semiconductors and life sciences.

Our broad product portfolio – from miniaturized interferometers and optical encoders for displacement mea-

surements to powerful electrical nanoprobers for the characterization of smallest semiconductor technology

nodes – is completed by turnkey scanning microscopes which can be used in vacuum, cryogenic or other harsh

environments.

We maintain the complete production in house for a high level of customization so that we can always provide

you the optimal individual or OEM solution. We also offer feasibility studies, measurement services and

comprehensive support to accompany you along your projects.

Headquarters

SmarAct GmbH

Schuette-Lanz-Strasse 9

26135 Oldenburg

Germany

T: +49 441 - 800 879 0

Email: info-de@smaract.com

www.smaract.com

USA

SmarAct Inc.

2140 Shattuck Ave. Suite 302

Berkeley, CA 94704

United States of America

T: +1 415 - 766 9006

Email: info-us@smaract.com

www.smaract.com


